
SPECIFICATIONS WEF 9/6/99 (HQO LTR. LUB/SMR/DM DTD. 9/6/99) 
 
 

PROCESS OIL 
SPECIFICATIONS 

ALPROL N 12 
(HVI SPINDLE) 

ALPROL N32 
 (150N) 

ALPROL N100 
(500N) 

ALPROL N 460 
(BRIGHT 
STOCK) 

HP CABLE 
JELLY OIL 

HP ALL 
PURPOSE 

GOLD 
APPEARANCE BRIGHT AND 

CLEAR 
BRIGHT AND 

CLEAR 
BRIGHT AND 

CLEAR 
BRIGHT AND 

CLEAR 
BRIGHT AND 

CLEAR 
BRIGHT AND 

CLEAR 
COLOUR, ASTM Max. 1.5 1.5 4 6 6 6 
KINEMATIC VISCOSITY, 
cSt 
@ 40ºC 
@100ºC 

 
 

9.50-13.0 
- 

 
 

28.0-32.0 
- 

 
 
- 

9.5-11.5 

 
 
- 

29.8-33.0 

 
 
- 

29.8-33.0 

 
 
- 

29.8-33.0 
VISCOSITY INDEX, Min 95 95 95 95 95 95 
FLASH POINT, COC, ºC, 
Min 

154 194 224 280 280 280 

POUR POINT, ºC, Max -6 0 0 -6 -6 -6 
 
 


