
 

 

TISONA 

 

SPECIAL FEATURES: 

 
TISONA IS A PREMIUM QUALITY HIGH TEMPERATURE CLAY THICKENED NON SOAP BASE 

SMOOTH STRUCTURED GREASE HAVING GOOD OXIDATION RESISTANCE AND THERMAL 

STABILITY FOR USE IN BOTH PLAIN AND ANTIFRICTION BEARINGS. IT IS FURTHER 

FORTIFIED WITH ANTI-OXIDANT AND ANTI-CORROSION ADDITIVES. IT CAN LUBRICATE 

SATISFACTORILY AT TEMPERATURE UPTO 230°C AND WILL NOT MELT OR SOFTEN 

APPRECIABLY EVEN AT HIGHER TEMPERATURE. IT HAS BETTER RESISTANCE TO ACIDS 

THAN METAL SOAP GREASES. 
TISONA M2 & M3 CONTAINS MOLYBDENUM DISULPHIDE WHICH MAKES IT SUITABLE FOR 

HIGH TEMPERATURE APPLICATIONS UPTO 250°C. 
 

SPECIFICATIONS: 

 

TISONA M 2 MEETS IS:12790-1989, GRADE 3 AND 

IPSS 1-09-008 
 

APPLICATION AREA: 

 

USED IN STEEL AND CEMENT PLANTS. 
 

PHYSIOCHEMICAL PROPERTIES: 

 

PARAMETERS 2 M2 M3 

WORKED PENETRATION AT 25°C 265-295 265-295 225-250 
DROP POINT, °C, MIN 250 280 280 
SOAP TYPE NON-SOAP NON-SOAP NON-SOAP 
COLOUR BROWN BLACK BLACK 

 
PERFORMANCE BENEFITS: 

 

-EXCELLENT WATER AND HEAT RESISTANCE 

-WORKS EXTREMELY SATISFACTORILY AT VERY HIGH WORKING TEMPERATURE 

-GOOD ANTIOXIDANT AND ANTI-CORROSION PROPERTIES. 
 
PACKAGES: 

 

182 KG.(STEEL DRUMS). 


